IN THE SPECIFICATION : 

Please amend the paragraph starting at page 2, line 4, and ending at line 13, as 

follows. 

—However, in a case where a language that cannot be understood by a software 
developer or maintenance individual using the status print function has been set as the 
language used, the various set items concerning the printing apparatus will not be understood 
by the user A even if they are printed out in status print. Moreover, the user will not even be 
able to determine in what language the set items have been printed. In such cases a it is 
difficult to decide what the language is when the content of the printout is to be translated.- 

Please amend the paragraphs starting at page 3, line 1, and ending at line 5, as 

follows. 

-an output unit for outputting information; and 

an output control unit for, in response to request for outputting setting 

information indicating the various settings, controlling the output unit to output the setting 

information;— 

Please amend the paragraph starting at page 6, line 12, and ending at line 15, as 

follows. 

- [First Embodiment [First Embodiment] 

Fig. 1 is a block diagram useful in describing the structure of a printing 
apparatus 100 to which an embodiment of the present invention can be applied.- 
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Please amend the paragraph starting at page 12, line 19, and ending at page 13, 
line 1, as follows. 

--First, at step S701, it is determined whether the setting of all settings items 
have been completed. If setting has not been completed ("NO" at step S701), it is determined 
at step S702 whether the current item is a the setting of language used. If the setting to be 
made is the setting of language used ("YES" at step S702), then an English-language message 
corresponding to this item and an English-language expression of the corresponding value are 
stored in the language message map 106 as a pair at step S703.~ 
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